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Water Service Inspection Checklist         DRAFT 

 
Address:  Contractor:  Permit #  

The following checklist is not all-inclusive.  Other code related requirements may be included in this inspection 
OK 
Yes No  n/a 

     

UPC 103.1.2 Verify work conforms 
with plans: 

OK 
Yes No  n/a

    

UPC 720.0 Verify clearance of pipe to 
sewer lines (minimum 12”). 

OK 
Yes No  n/a 

     

UPC 610.8 Verify size of water 
service. For replacement services, 
verify size with existing fixture load. 

OK 
Yes No  n/a

    

UPC 609.1 Verify depth of pipe.(42” 
minimum) 

OK 
Yes No  n/a 

     

UPC 609.4 Verify pressure test. (air or 
water) 

OK 
Yes No  n/a

    

UPC 604.1 Verify type of material 
used is ok for use inside a building if 
service runs within 2’ of building. 

OK 
Yes No  n/a 

     

UPC 604.2 Verify copper tubing is 
Type L or thicker.  (Type M may be 
used  2’ outside of structure and 
outside of meter pit) 

OK 
Yes No  n/a

    

UPC 604.1 Verify material used is ok 
for use as underground water piping. 

OK 
Yes No  n/a 

     

UPC 609.3.2 Verify that underground 
joints in copper waterline are brazed. 

OK 
Yes No  n/a

    

Utilities Dept Memo- Verify that only 
Type L or heavier copper is inside 
meter pit.  (No other material is 
allowed) 

OK 
Yes No  n/a 

     

Verify use of thrust blocks or retainer 
glans on lines 4” and larger.  

  

Notes: 

  
Date   Inspector   

 


